


c@ M® GL2 Series

Cavaliere

Xenon Lamp Assembly
Batteries

Xenon lamp output **

Run time

“Quick-Switch” LED Emitter
( Cree @5 )

Batteries

LED Output 15% / 100%
Run time 15% / 100%

Reflector

Lens

Switch / Tail-cap
Body

Body diameter
Bezel diameter
Tail-cap diameter
Length

Weight

Water resistant* * *

Operation temperature

Optional Accessories

LED switch (4 x LEDs)
Colour: White (standard), Red,
Green, Infrared [IR)

Other colours upon request

Tactical switch
Remote switch with coiled cable
Pila rechargeable Li-ion batteries
Pila IBC battery charging system
AC/DC adaptor
DC/DC adaptor (vehicle)
Filters
Holster
Digital-Programmable Module

Notes:

Accessories

LED Emitter
(Cree)

LED Switch
(White, Red, Green, IR)

Holster Lithium CR123A Pila Lision
Rechargeable
Manufacturer:

Specifications:

6V Xenon
2 x CR123A lithium* 1 x Pila 600P Li-ion
120 lumens 60 lumens
> 60 minutes > 120 minutes

Ultra-bright LED Emitter (15% & 100% Setting)

2 x CR123A Lithium* 1 x Pila 600P Li-ion
40 / 250 Lumens 40 / 250 Lumens
> 24 hours /> 3 hours > 24 hours / > 3 hours

Reflector and Body
Precision machined aluminium
Tempered glass
Various, see Options
Aircraft-grade aluminium, anodized
26 mm
36 mm
32 mm
128 mm
170g (excluding batteries)
With tactical switch - 20 m
With LED and remote-switch - splash proof
-20 Cto +60 C

2 x CR123A lithium*

Run time: 50 hours

1 x Pila 600P Li-ion

Run time: 80 hours

On, Off, Morse
Coiled cable overall length around 400 mm
Pila 600P (3.7V / 2200mAh)
Intelligent 4-stage charger
100 - 240 VAC (60Hz/50Hz, auto-sensing)
12 - 24 VDC
Red, IR, others upon request
Nylon Cordura
CODEX 2

* For best performance, we recommend using Panasonic CR123A lithium batteries.
**Lumens are certified. Calibrated integrating sphere test equipment.
*** \Waterproof test procedure: Pressure chamber at 2 atm for 15 minutes. NOT FOR DIVING!

Tactical Switch Remote Switch

Pila IBC Charger
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